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2. ## 
Video Management Software
A.
Description

1.
Video Management Software for digital video recorder (DVR) control and Pan Tilt Zoom (PTZ) cameras.
B.
General:

1. 
Monitor and control up to 256 DVR’s and 4096 PTZ cameras. 
2.    
Email on event.

3. 
Four level security feature.
4.
Up to eight simultaneous users. 

C. 
Master Computer:

1. 
Operating System: Windows 2000 Professional sp4, Windows XP Professional.
2. 
CPU: Minimum Pentium 4 – 3.4 GHz. 
3.
Video: 
XGA (1024 x 768 pixels) 16 bit color, Direct X 9.0 or later.

4.
Video Card:

a.
ATI RADEON 9000or later.

b.
NVIDIA Geforce 4 series, Quadro 4 series or later.

c.
Maxtro Millennium P series or later.
5.
Ram: Minimum of 1024 MB.

6.
CD-ROM.
7.
Email account (SMTP/POP3).
8.
Hard Drive: 80GB, minimum 120MB setup area and 2 GB data area.
9.
LAN port: 1GBs.

10. 
Internet 5Mbps downstream.
D. 
Slave Computer:

1. 
Operating System: Windows 2000 Professional sp4, Windows XP Professional.
2. 
CPU: Minimum Pentium 4 – 3.4 GHz 

3.
Video: 
XGA (1024 x 768 pixels) 16 bit color, Direct X 9.0 or later.

4.
Video Card:

a.
ATI RADEON 9000or later.

b.
NVIDIA Geforce 4 series, Quadro 4 series or later.

c.
Maxtro Millennium P series or later.

5.
Ram: Minimum of 1024 MB.

6.
CD-ROM.
7.
Hard Drive: 80GB, minimum 120mb setup area. 
8.
LAN port: 100 Mbps.

9. 
Internet 5Mbps downstream.
E. Manufacturer:  Sanyo model VA-SW5000 
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